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we all know in any industries a lots of valuable and sensitive equipment are
effected with the voltage difference between individual electronic equipment as
well as noise & surges can harm those equipment. For this Protect Power India
aims at to provide the proper and environment friendly earthing to stop
electrostatic or dynamic discharge.The Company's service policy is aimed at
ensuring proper and timely services to its customers across the country. Itis
committed to achieving complete customer satisfaction with excellence in
service quality and support.

Vikash Nagar Industrial Area
Meerut Road,Ghaziabad
Uttar Pradesh, India 201001

+918285265506

+919555297512
Info@ppiearthing.com
Sales@ppiearthing.com

www.ppiearthing.com
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OUR PRODUCTS

COPPER TERMINAL

: Product Length Outer DIA Internal Terminal Material
GI ELECTRODE H 6 s Code (Meter) (mm) (mm) (mm)
- 2 PPISO1CT 1mtr 58mm 25*3 40*6
: PPIS02CT 2mtr 58mm 25*%3 40%6
Product Length Outer DIA Internal Terminal Material ; o PPISO3CT 3mtr 58mm 25%*3 40*6
(ofeT [} (Meter) (mm) (mm) (mm) PPIS8O1CT 1mtr 88mm 25*%3 50*6
PPIS01GI  1mtr 58mm 25*3 40*6 PPI802CT 2mtr 88mm 25*%3 50*6
PPI502GI  2mtr 58mm 25*3 40*6 PPISO3CT 3mtr 88mm 25*3 50*6
PPIS03GI  3mtr 58mm 25*3 40*%6
PPI801GI  1mtr 88mm 25*3 50*6
PPI802GI 2mtr 88mm 25*3 50*6
PPI803GI 3mtr 88mm 25*3 50*6 Protect Power India lightning arrestor for earthing system, which protects structures
such as high rise buildings from damage by intercepting flashes of lightning and
transmitting their current to the ground. we offered various type of lightning arrestor
ie- ESE lightning arrestor, spick lightning arrestor, conventional lightning arrestor and

COPPE R BO N D E D E LECTROD E many more which are developed by a technical experts team, following industry

norms and guidelinesi.e- NFC 17-102(2011) Standard

POWER INDIA

[

Product Length Outer DIA Internal Terminal Material
Code (Meter) (mm) (mm) (mm) B A

PPISO1CB imtr  58mm  25%3 40%6 | h PPI/ESE Lightning Arrester ﬁ

PPI502CB 2mtr 58mm 25*3 40*6

PPI503CB 3mtr 58mm 25*3 40*6

PPISO1CB Imtr 88mm 25%3 50*6 .| 107/PPI-Protection Radius 107 m in Level-3 91m in Level-2 83 in Level-1

PPIS02CB 2mtr 88mm 25%3 50*6 Y G 79/PPI-Protection Radius 79m in Level-3 65m in Level-2 58in Level-1

PPI803CB  3mtr 88mm 25*3 50*6 , |k’ 55/PPI-Protection Radius 55m in Level-3 42m in Level-2 27 in Level-1
ﬂ é 35/PPI-Protection Radius 35m in Level-3 28m in Level-2 15 in Level-1

COPPER BONDED ROD

Product Length Outer DIA Terminal Material
Code (Meter) (mm) (mm) e :
PPISO1CB  1mtr 17.2mm 40%6 @ [ vseronoons ) Non Toxic Content

PPI502CB 2mtr 17.2mm 40*6 E = 2B v LA 3
PPIS03CB  3mtr 17.2mm 40%6 B PPil Resistivity less than 0.2 ohm-water

PPISOICB  1mtr 14.2mm 40%6 Pragrecr Its maintain conductivity without
% —_POWER INDIA .
IS0 ST A% 2 408 s continuous presence of water

PPIS803CB 3mtr 14.2mm 40*%6 _
Tested from NABL accredited Lab

PURE COPPER ELECTRODE

I ) Earthing Pit covers are provided over earthing top to do
Product Length Outer DIA Internal Terminal Material

Code (Meter) (mm)  Strip (mm) (mm) health check as well _as g .
PPIS01CU 1mtr 50mm 25%3 40%6 ; . checking and recording Earthing Resistance value. In order

PPI502CU  2mtr 50mm 25+*3 40%6 \ to avoid masonry
Eﬁiggfﬁﬂ 3“‘2* :gmm g::g gg:g work at site ready made earth pit covers were introduced.
) S Being one of the

PPIS02CU 2mtr 80mm 25%3 50*6 : ; . :
PPISO3CU 3mtr 80mm 25*3 50*6 pioneers in manufacturing HDPE earth pit covers

Earth Pit Cover




